miniminutnik - Feature #103

implement Wartungsmodus
03.12.2021 12:26 - Redmine Admin

Status: Abgewiesen Beginn:

Prioritat: Normal Abgabedatum:

Zugewiesen an: Maximilian Seesslen % erledigt:

Kategorie: Geschatzter
Aufwand:

Zielversion: v1.0.0 Aufgewendete Zeit:

CS Zielversion:

03.12.2021

0%
0.00 Stunde

0.00 Stunde

Beschreibung

When the button is initially pressed 5 sec., the device is set into maintenance mode.
The heartbeat will blink in Quad-Mode.

The device can be configured via Uart.

Pressing the button again will immidiately shut down the device.

The device shall power off after 5 minutes of inactivity.

Historie

#1 - 03.12.2021 12:28 - Redmine Admin
- Beschreibung aktualisiert

- Zugewiesen an wurde auf Redmine Admin gesetzt

#2 - 06.12.2021 11:07 - Redmine Admin

- Zielversion wurde auf v1.0.0 gesetzt

#3 - 06.12.2021 11:08 - Redmine Admin

- Zugewiesen an wurde von Redmine Admin zu Maximilian Seesslen gedndert

#4 - 14.12.2021 17:06 - Redmine Admin

check:

bring device into sleep mode
hold reset

connect with OpenOCD/gdb
try to hold it somehow

set breakpoint before checks
Ask user to release Button
set device to run

Can gdb maintenance?

#5 - 15.12.2021 16:45 - Redmine Admin

User has to press reset (and enter) before gdb connects. Implemented in Campo-Script.

#6 - 15.12.2021 16:46 - Redmine Admin

- Status wurde von Neu zu Abgewiesen geédndert

16.04.2025
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